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Kitchen Notes:  Demo all cabinetry and appliance.
Demo interior walls to studs.
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Demo Plan Keynotes
1. Demo stairs.
2. Remove exist. window unit.  Prep exist. opening for glass block.
3. Verify continuous joists above prior to wall demo.
4. Demo masonry block veneer at first floor.
5. Demo existing shelving.
6. Remove flooring to wood floor. Verify condition of wood floor if present.  Hatch indicates extent of 

flooring demo.
7. Remove exist. hosebib.

8. Demo exist. wood stud walls in this area.
9. Demo exist. walls in this area.
10. Remove exist. metal column.  Complete structural leveling and 2x6 wall prior to removal.
11. Demo exist. wall and openings as shown.  Save millwork for reuse.
12. Demo stair landing and stairs as needed for new stair design.  Save millwork for reuse.
13. Demo exist. door & trim.
14. Demo exist. window and trim.

Basement Demo Plan
1/4" = 1'-0"

1
AD101

First Floor Demo Plan
1/4" = 1'-0"

2
AD101

GENERAL NOTES - EXISTING/DEMO :
• FIELD VERIFY ALL EXISTING CONDITIONS & DIMENSIONS
• DEMO WORK SHOWN DASHED
• SEE SPECIFICATIONS FOR CONSTRUCTION WASTE REMOVAL & LANDFILL DIVERSION INSTRUCTIONS
• REMOVE LANDSCAPING PER HRA & ST. PAUL FORESTRY RECOMMENDATIONS.
• TEST FOR RADON LEVELS IN EXISTING BASEMENT (SEE SPEC)
• CLEAN, SAND & REFINISH ALL EXISTING STORED MAT’LS FOR REUSE (SEE SPEC)
• REMOVE EXISTING ASBESTOS SIDING WHENEVER/WHEREVER PRESENT.
• MODIFY, RELOCATE OR CAP EXIST MECH & ELEC AS REQ’D
• VERIFY STRUCT. INTEGRITY OF ALL EXST. FRAMING, COLUMNS & BEAMS.
• COORDNATE ALL STRUCTURAL MODIFICATIONS W/ QUALIFIED ENGINEERS
• VERIFY COND. & CODE COMPLIANCE OF ALL MECH. & ELEC. FIXTURES & OUTLETS. (SEE HRA CODE 

REPORT)
• SEE NEW PLANS TO COORDINATE LOCATION & DIMENSIONS OF NEW OPENINGS.
• UPON REMOVAL OF EXIST. FLOOR FINISHES, FIELD VERIFY CONDITION OF EXIST. SUBSTRATE, AND IF 

HARDWOOD FLOOR EXSTS.
• REMOVE & RETAIN ALL EXST. INTERIOR TRIM BEFORE DEMO-ING INTERIOR WALLS. REUSE AS NEEDED.

General Demolition Notes for 476 Minnehaha:
A. Remove basement & first floor windows.  Preserve other windows.  Verify condition for trim repair.  See plans for noted exceptions.
B. Demo existing siding.  Verify sheathing condition for repair. (Unit price #1)
C. Demo existing exterior masonry at first floor to level of first floor bearing.  Verify sheathing condition for repair. (Unit price #1)
D. Demo exist. roof shingles and underlayment.  Repair sheathing as needed. (Unit price #2)
E. Clean and tuckpoint existing foundation & concrete masonry at foundation as req'd.
F. Remove all carpeting.
G. Replace damaged wood flooring as required.  (Unit price #3)
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Attic Demo Plan
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Demo Floor Plan Keynotes
1. Remove exist. gutter & downpouts.
2. Demo exist. chimney, flue and walls as shown to below the roof deck.
3. Demo plumbing fixtures shown dashed
4. Remove exist. window unit.  Prep exist. opening for new window.  See schedule for revised size.
5. Remove exist. wall heater
6. Demo stairs.

7. Demo exist. walls in this area.
8. Remove all flooring and subfloor at Attic.
9. Demo wall.  Frame & prepare for new door opening.
10. Demo exist. door & trim.
11. Demo electrical panel at this location.  Remove associated cables & wires.

GENERAL NOTES - EXISTING/DEMO :
• FIELD VERIFY ALL EXISTING CONDITIONS & DIMENSIONS
• DEMO WORK SHOWN DASHED
• SEE SPECIFICATIONS FOR CONSTRUCTION WASTE REMOVAL & LANDFILL DIVERSION INSTRUCTIONS
• REMOVE LANDSCAPING PER HRA & ST. PAUL FORESTRY RECOMMENDATIONS.
• TEST FOR RADON LEVELS IN EXISTING BASEMENT (SEE SPEC)
• CLEAN, SAND & REFINISH ALL EXISTING STORED MAT’LS FOR REUSE (SEE SPEC)
• REMOVE EXISTING ASBESTOS SIDING WHENEVER/WHEREVER PRESENT.
• MODIFY, RELOCATE OR CAP EXIST MECH & ELEC AS REQ’D
• VERIFY STRUCT. INTEGRITY OF ALL EXST. FRAMING, COLUMNS & BEAMS.
• COORDNATE ALL STRUCTURAL MODIFICATIONS W/ QUALIFIED ENGINEERS
• VERIFY COND. & CODE COMPLIANCE OF ALL MECH. & ELEC. FIXTURES & OUTLETS. (SEE HRA CODE 

REPORT)
• SEE NEW PLANS TO COORDINATE LOCATION & DIMENSIONS OF NEW OPENINGS.
• UPON REMOVAL OF EXIST. FLOOR FINISHES, FIELD VERIFY CONDITION OF EXIST. SUBSTRATE, AND IF 

HARDWOOD FLOOR EXSTS.
• REMOVE & RETAIN ALL EXST. INTERIOR TRIM BEFORE DEMO-ING INTERIOR WALLS. REUSE AS NEEDED.

General Demolition Notes for 476 Minnehaha:
A. Remove basement & first floor windows.  Preserve other windows.  Verify condition for trim repair.  See plans for noted exceptions.
B. Demo existing siding.  Verify sheathing condition for repair. (Unit price #1)
C. Demo existing exterior masonry at first floor to level of first floor bearing.  Verify sheathing condition for repair. (Unit price #1)
D. Demo exist. roof shingles and underlayment.  Repair sheathing as needed. (Unit price #2)
E. Clean and tuckpoint existing foundation & concrete masonry at foundation as req'd.
F. Remove all carpeting.
G. Replace damaged wood flooring as required.  (Unit price #3)
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Bathroom General Notes:
Remove all plumbing fixtures.
Remove wall finishes to studs.
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Second Floor Demo RCP Plan
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Demo Reflected Ceiling Plan Notes:
1.  Demo all existing lighting fixtures.

Demo Reflected Ceiling Plan Keynotes
1. Hatch indicates extent of ceiling demo.  Remove ceiling tiles where present.
2. Remove exist. light fixture.  Reuse wiring & controls where code compliant.
3. Remove exist. light fixture.

GENERAL NOTES - EXISTING/DEMO :
• FIELD VERIFY ALL EXISTING CONDITIONS & DIMENSIONS
• DEMO WORK SHOWN DASHED
• SEE SPECIFICATIONS FOR CONSTRUCTION WASTE REMOVAL & LANDFILL DIVERSION INSTRUCTIONS
• REMOVE LANDSCAPING PER HRA & ST. PAUL FORESTRY RECOMMENDATIONS.
• TEST FOR RADON LEVELS IN EXISTING BASEMENT (SEE SPEC)
• CLEAN, SAND & REFINISH ALL EXISTING STORED MAT’LS FOR REUSE (SEE SPEC)
• REMOVE EXISTING ASBESTOS SIDING WHENEVER/WHEREVER PRESENT.
• MODIFY, RELOCATE OR CAP EXIST MECH & ELEC AS REQ’D
• VERIFY STRUCT. INTEGRITY OF ALL EXST. FRAMING, COLUMNS & BEAMS.
• COORDNATE ALL STRUCTURAL MODIFICATIONS W/ QUALIFIED ENGINEERS
• VERIFY COND. & CODE COMPLIANCE OF ALL MECH. & ELEC. FIXTURES & OUTLETS. (SEE HRA CODE 

REPORT)
• SEE NEW PLANS TO COORDINATE LOCATION & DIMENSIONS OF NEW OPENINGS.
• UPON REMOVAL OF EXIST. FLOOR FINISHES, FIELD VERIFY CONDITION OF EXIST. SUBSTRATE, AND IF 

HARDWOOD FLOOR EXSTS.
• REMOVE & RETAIN ALL EXST. INTERIOR TRIM BEFORE DEMO-ING INTERIOR WALLS. REUSE AS NEEDED.

General Demolition Notes for 476 Minnehaha:
A. Remove basement & first floor windows.  Preserve other windows.  Verify condition for trim repair.  See plans for noted exceptions.
B. Demo existing siding.  Verify sheathing condition for repair. (Unit price #1)
C. Demo existing exterior masonry at first floor to level of first floor bearing.  Verify sheathing condition for repair. (Unit price #1)
D. Demo exist. roof shingles and underlayment.  Repair sheathing as needed. (Unit price #2)
E. Clean and tuckpoint existing foundation & concrete masonry at foundation as req'd.
F. Remove all carpeting.
G. Replace damaged wood flooring as required.  (Unit price #3)
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Demo drop ceiling in the kitchen.
Verify upper ceiling for repair or replacement
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Demo Elevation Keynotes
1. Demo exist. chimney, flue and walls as shown.
2. Reuse trim & soffit.  Repair to match where damaged.
3. Remove exist. window unit.  Prep exist. opening for glass block.
4. Remove exist. door.  Prep opening for new door.

5. Demo exist. window and trim.
6. Remove exist. window unit.  Prep exist. opening for new window.  See schedule for revised size.
7. Remove exist. door.

GENERAL NOTES - NEW CONSTRUCTION :
• PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
• ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
• PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
• CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
• FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
• ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7ʼ-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
• REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
• VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQʼD. (SEE SPEC)
• PROVIDE FIRE BLOCKING/FIRE SAFING AS REQʼD  PER CODE.
• VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.

GENERAL NOTES - EXISTING/DEMO :
• FIELD VERIFY ALL EXISTING CONDITIONS & DIMENSIONS
• DEMO WORK SHOWN DASHED
• SEE SPECIFICATIONS FOR CONSTRUCTION WASTE REMOVAL & LANDFILL DIVERSION INSTRUCTIONS
• REMOVE LANDSCAPING PER HRA & ST. PAUL FORESTRY RECOMMENDATIONS.
• TEST FOR RADON LEVELS IN EXISTING BASEMENT (SEE SPEC)
• CLEAN, SAND & REFINISH ALL EXISTING STORED MAT’LS FOR REUSE (SEE SPEC)
• REMOVE EXISTING ASBESTOS SIDING WHENEVER/WHEREVER PRESENT.
• MODIFY, RELOCATE OR CAP EXIST MECH & ELEC AS REQ’D
• VERIFY STRUCT. INTEGRITY OF ALL EXST. FRAMING, COLUMNS & BEAMS.
• COORDNATE ALL STRUCTURAL MODIFICATIONS W/ QUALIFIED ENGINEERS
• VERIFY COND. & CODE COMPLIANCE OF ALL MECH. & ELEC. FIXTURES & OUTLETS. (SEE HRA CODE 

REPORT)
• SEE NEW PLANS TO COORDINATE LOCATION & DIMENSIONS OF NEW OPENINGS.
• UPON REMOVAL OF EXIST. FLOOR FINISHES, FIELD VERIFY CONDITION OF EXIST. SUBSTRATE, AND IF 

HARDWOOD FLOOR EXSTS.
• REMOVE & RETAIN ALL EXST. INTERIOR TRIM BEFORE DEMO-ING INTERIOR WALLS. REUSE AS NEEDED.

General Demolition Notes for 476 Minnehaha:
A. Remove basement & first floor windows.  Preserve other windows.  Verify condition for trim repair.  See plans for noted exceptions.
B. Demo existing siding.  Verify sheathing condition for repair. (Unit price #1)
C. Demo existing exterior masonry at first floor to level of first floor bearing.  Verify sheathing condition for repair. (Unit price #1)
D. Demo exist. roof shingles and underlayment.  Repair sheathing as needed. (Unit price #2)
E. Clean and tuckpoint existing foundation & concrete masonry at foundation as req'd.
F. Remove all carpeting.
G. Replace damaged wood flooring as required.  (Unit price #3)
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New Construction Notes for 476 Minnehaha:
A. All Roofs:  new roofing and vents to code.  See spec.
B. New siding and house trim.  See spec for type.
C. New windows at first floor.  Retain upstairs windows unless noted otherwise.

GENERAL NOTES - NEW CONSTRUCTION :
• PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
• ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
• PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
• CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
• FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
• ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7ʼ-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
• REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
• VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQʼD. (SEE SPEC)
• PROVIDE FIRE BLOCKING/FIRE SAFING AS REQʼD  PER CODE.
• VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D. Site Plan Keynotes

1. Center window on wall.
2. New wood. steps.  Coordinate sitework with landscape plans and regrading 

work.
3. New conc. paving.
4. New gutter and downspout.  Shown dashed.  See spec.
5. Align 'person' door with new door at east side of house.
6. New concrete. drive.
7. New handrail to code.

N
 o 

r t
 h

Site Plan Notes:
1.  Coordinate site plan with landscape drawings.

Site Plan
1/8" = 1'-0"

1
A001
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Center porch and stair on house.
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Dw Dw
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General Kitchen Note:
New wall finishes, gypsum wall 
sheathing.

Ew

Fw

Iw

Frame wall to eliminate 
uneven jogs behind cabinetry.

Porch
108

2

1'-10"

2'
-6

"

1
A3
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2

A3
02

1
A3

02
2

A3
02

2
A301

2
A301

Sim.

New 5" square nom. porch 
columns with USP PBES44 
caps top & bottom. Typ.

Basement Plan
1/4" = 1'-0"

1
A101

First Floor Plan
1/4" = 1'-0"

2
A101

Floor Plan Keynotes
1. New newell post 42".
2. New plastic laminate desk/counter.  Match kitchen counter
3. New wall with finished G.W.B. at stair interior.
4. Tuckpoint & repair masonry foundation wall as req'd.
5. Glass block this opening.  Install one vented block unit per opening.
6. Complete existing frame wall:  studs min 16" O.C.
7. Repair faux finish demo at this wal. Replace with gypsum wall board if necessary.
8. New open porch: new columns, flooring, and railing.
9. New handrail to code.
10. New exterior deck railing per code. See spec.

11. New door in new frame.  See spec.
12. New ext. wall sconce light fixture.  See spec.
13. New int. flush mount light fixture.  See spec.
14. New light fixture.
15. New ext. wall.
16. New wood. steps.  Coordinate sitework with landscape plans and regrading work.
17. Repair floor & patch in new flooring as required. Unit price #3.  Typ.
18. Refinish and repair door.
19. New 2x10 joists with hangersf to match exist. joists, new subfloor this area.

New Construction Notes for 476 Minnehaha:
A. All Roofs:  new roofing and vents to code.  See spec.
B. New siding and house trim.  See spec for type.
C. New windows at first floor.  Retain upstairs windows unless noted otherwise.

GENERAL NOTES - NEW CONSTRUCTION :
• PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
• ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
• PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
• CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
• FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
• ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7ʼ-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
• REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
• VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQʼD. (SEE SPEC)
• PROVIDE FIRE BLOCKING/FIRE SAFING AS REQʼD  PER CODE.
• VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.
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Attic
301

Attic access walls.

Attic Plan
1/4" = 1'-0"

2
A102

Floor Plan Keynotes
1. Add sound insulation where possible.
2. New cabinetry.  See spec.
3. New newell post 42".
4. New wall.

5. New toilet.  See spec.
6. New tub, tile surround and shower rod.  See spec.
7. New vanity cabinet.  See spec.

New Construction Notes for 476 Minnehaha:
A. All Roofs:  new roofing and vents to code.  See spec.
B. New siding and house trim.  See spec for type.
C. New windows at first floor.  Retain upstairs windows unless noted otherwise.

GENERAL NOTES - NEW CONSTRUCTION :
• PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
• ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
• PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
• CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
• FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
• ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7ʼ-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
• REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
• VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQʼD. (SEE SPEC)
• PROVIDE FIRE BLOCKING/FIRE SAFING AS REQʼD  PER CODE.
• VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.
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General Bathroom Note:
New wall finishes, cement fiberboard 
wall sheathing, sound insulation 
throughout.

d202

Second Floor Plan
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1
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Reflected Ceiling Plan Notes:
1.  Center light fixtures in room unless noted otherwise.
2.  Electrical switches shown are required placement.  Other new switches may be needed.
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Reflected Ceiling Plan Keynotes
1. Porch ceiling with open framing.
2. Hatch indicates extent of new ceiling.  Typ.
3. New ceiling fan with lighting.  See spec.
4. New wall sconce.
5. Modify eave detail at gutter to support gutters.
6. New ext. flush mount light fixture.  See Spec.
7. New vanity light fixture.  See spec.

8. New recessed bath fan.  See spec.
9. New int. flush mount light fixture.  See spec.
10. New attic access.
11. New ext. wall sconce light fixture.  See spec.
12. New undercabinet light fixtures.  See spec.
13. New pendant light fixture.  See spec.

Reflected Ceiling Plan Notes:
1.  Center light fixtures in room unless noted otherwise.
2.  Repair ceilings after tile demolition.  Replace as necessary

New Construction Notes for 476 Minnehaha:
A. All Roofs:  new roofing and vents to code.  See spec.
B. New siding and house trim.  See spec for type.
C. New windows at first floor.  Retain upstairs windows unless noted otherwise.

GENERAL NOTES - NEW CONSTRUCTION :
• PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
• ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
• PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
• CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
• FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
• ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7ʼ-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
• REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
• VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQʼD. (SEE SPEC)
• PROVIDE FIRE BLOCKING/FIRE SAFING AS REQʼD  PER CODE.
• VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.
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13821
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Vented soffit, typ. throughout.

14
2

14

14
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33

3

New ridge vents.

New ridge vents.New ridge vents.

2
A302Sim.
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Dw

Vented soffit, typ. throughout.
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Dw

Gw
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16 1610

173
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New ridge vents.New ridge vents.

New ridge vents.

2
14

2

15

New hose bib.

4

Vented soffit, typ. throughout.

14

Hw

Fw EwEw

Aw

4

910 16

3

Frame porch gable.  Finish 
with siding to match house.

New ridge 
vents.

New ridge vents.

New ridge vents.

18

3

New electric meter and 
buried power lines.

8 1321

16

Iw

14

2

108 2113 16

14

14
Bw Cw Bw
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2

Frame porch gable.  Finish 
with siding to match house.

New ridge vents.

New ridge vents.

New ridge 
vents.

1620

West Elevation
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East Elevation
1/8" = 1'-0"

3
A201

South Elevation
1/8" = 1'-0"

2
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North Elevation
1/8" = 1'-0"
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Elevation Keynotes
1. New conc. steps.
2. New exterior railing per code. See spec.
3. Exist. window to remain.
4. New hooded air vent.  Paint to match house.  See spec.
5. New porch skirt panels.
6. New storm/screen door.  See spec.
7. New panels at front porch. See 1/301.
8. New footing.  See struct.
9. New door in new frame.  See spec.
10. Tuckpoint & repair masonry as req'd.
11. New window in new opening.  Match exist. head height, trim & finish.

12. New pervious paver patio.  See spec.  Top of pavers ~8" below finished first floor.
13. New wood. steps.  Coordinate sitework with landscape plans and regrading work.
14. New gutter and downspout.  Shown dashed.  See spec.
15. New window in modified opening.  Match exist. head height, trim & finish.
16. Glass block this opening.  Install one vented block unit.
17. Translucent/obscuring glass in this window.
18. Repair roof framing & sheathing from chimney removal.
19. Roof vent for bath fan.  Approx. loc. shown.
20. New gas meter at existing location.
21. New porch skirt panels.  See 1/301
22. New conc. steps.  Coordinate sitework with landscape plans and regrading work.

New Construction Notes for 476 Minnehaha:
A. All Roofs:  new roofing and vents to code.  See spec.
B. New siding and house trim.  See spec for type.
C. New windows at first floor.  Retain upstairs windows unless noted otherwise.

GENERAL NOTES - NEW CONSTRUCTION :
• PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
• ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
• PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
• CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
• FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
• ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7ʼ-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
• REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
• VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQʼD. (SEE SPEC)
• PROVIDE FIRE BLOCKING/FIRE SAFING AS REQʼD  PER CODE.
• VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.
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Porch Panel Detail
1/8" = 1'-0"

1
A301

New Construction Notes for 476 Minnehaha:
A. All Roofs:  new roofing and vents to code.  See spec.
B. New siding and house trim.  See spec for type.
C. New windows at first floor.  Retain upstairs windows unless noted otherwise.

GENERAL NOTES - NEW CONSTRUCTION :
• PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
• ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
• PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
• CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
• FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
• ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7ʼ-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
• REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
• VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQʼD. (SEE SPEC)
• PROVIDE FIRE BLOCKING/FIRE SAFING AS REQʼD  PER CODE.
• VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.

Finished First Floor
100'-0"

Rafter Bearing
107'-8"

Top of Decking
~99'-9"

(3) 2x8 Beam.

1 2

3

3

Slope porch 
structure 1/4 per 
foot from front 
door.

New 5" square nom. porch 
columns with USP PBES44 caps 
top & bottom. Typ.

1"

•Roofing & Underlayment
•3/4 plywood roof deck
•Beadboard ceiling finish
•2x8 rafters 16" o.c.

•Exterior siding & finish
•1/2" ext. sheathing
•2x framing
•1/2" ext. sheathing
•Exterior siding & finish

2x8 rafters.

 

Top of decking ~99'-11" at house side of deck.

8

Backside

Exterior side

Note:  Fasten together with non-corrosive screws.  Scribe porch 
panel to fit, then prime all sides before finishing to match trim. 

3/4" wood trim. Width to  cover 
porch floor structure.
4

Extend dimensions as site 
conditions require.

Scribe Panel to site as required.

Screws as shown.

Final instalation screws as shown.

2'-0"  typ. 4

Front Porch Section
1/8" = 1'-0"

2
A301

Wall Section Keynotes
1. New panels at front porch.  See 1/A301.
2. New wood. steps.  Coordinate sitework with landscape plans and regrading work.
3. New exterior railing per code. See spec.
4. 3/4" x 4" wood trim. 

5. New millwork: newel post, railing and balustrade to match exist.
6. New door in new frame.  See spec.
7. New window in new opening.
8. 15" square x 54" deep column on 24" square footing with (1) #4 vertical rebar. Typ.
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New Construction Notes for 476 Minnehaha:
A. All Roofs:  new roofing and vents to code.  See spec.
B. New siding and house trim.  See spec for type.
C. New windows at first floor.  Retain upstairs windows unless noted otherwise.

GENERAL NOTES - NEW CONSTRUCTION :
• PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
• ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
• PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
• CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
• FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
• ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7ʼ-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
• REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
• VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQʼD. (SEE SPEC)
• PROVIDE FIRE BLOCKING/FIRE SAFING AS REQʼD  PER CODE.
• VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.

Wall Section Keynotes
1. New panels at front porch.  See 1/A301.
2. New conc. steps.  Coordinate sitework with landscape plans and regrading work.
3. New exterior railing per code. See spec.
4. 3/4" x 4" wood trim. 

5. New millwork: newel post, railing and balustrade to match exist.
6. New door in new frame.  See spec.
7. New window in new opening.

Final

Existing steps 
to remain.

5

5

New wall and windows.

New stair run.

New landing at 
side door.

Cut back first floor and extend 
door frame as req'd for code stair 
run.  Reframe floor as req'd.

Exterior

Existing door to remain.

M
ai

nt
ai

n 
m

in
. 6

'8
 c

le
ar

an
ce

.

New header over door.

6

New stair landing.

Exterior

New stair run.New wall between stair runs.

New wall.

Demo lowest 2 risers
and treads of this run.

Demo exist. stair and landing.

Demo exist. wall & door.

Demo exist. ceiling
& landing.

New wall between
stair runs.

Exist. wall between
stair runs.

Demo exist. wall & windows.

New stair run
shown dashed

behind walls.

South Stair Section
1/8" = 1'-0"

2
A302

Final

New header over window.

7

5

5

New stair landing.

New wall and windows.

New landing at
side door.

Exterior

M
ai

nt
ai

n 
m

in
. 6

'8
 c

le
ar

an
ce

.

New stair run.

winding stair tread.

New wall between stair runs.

New wall.

Existing steps 
to remain.

Add new step 
and landing.

Demo exist. stair and landing.

Demo exist. wall & door.

Demo exist. ceiling 
& landing.

New wall between 
stair runs.

Exist. wall between 
stair runs.

Demo exist. wall & windows.

Demo ceiling protrusion to the 
extent possible.  New ceiling to 8' 
from exterior wall.

New stair run
shown dashed

behind walls.

North Stair Section
1/8" = 1'-0"

1
A302
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4

New
Microwave

New
Refrigerator

to
Dining
Room

3

8

5

3

9

4'
-0

"
4"

3'
-0

"
2"

1'-0"2'-0"2'-6" 2'-6"1'-0"

2'-0" 1'-9" 2'-6"

6'
-0

"

8
64

82
6

8 211 1

7

1'-9"

2'-7"

1'
-6

"

2'-7"

2'
-6

"

2'-0"1'-0"

3'
-0

"
4"

1'
-6

"
2"

4'
-0

"
2"

1'
-6

"
4"

3'
-0

"

1'-6" 1'-0"2'-6"1'-6"2'-6"1'-3"

2

New
DIshwasher

New
Range

6
1

777

3

8

4"

8

3'-8"

3

10

2'-7"
Align cabinetry, sinks,

mirror and lighting.

6'
-2

"
1'

-0
"

East Kitchen Cabinetry
3/8" = 1'-0"

1
A501

South Kitchen Cabinetry
3/8" = 1'-0"

2
A501

West Kitchen Cabinetry
3/8" = 1'-0"

3
A501

Elevation Keynotes
1. New undercabinet lighting.  See spec.
2. Cabinetry side panel.
3. New cabinetry.  See spec.
4. New sink & faucet.  See spec.
5. New tub, tile surround and shower rod.  See spec.

6. New plastic laminate backsplash & counter.  See spec.
7. New 'lazy susan' corner cabinet.  See spec.
8. GFIC elec. outlet.
9. New recessed medicine cabinet.  See spec.
10. New vanity cabinet.  See spec.

New Construction Notes for 476 Minnehaha:
A. All Roofs:  new roofing and vents to code.  See spec.
B. New siding and house trim.  See spec for type.
C. New windows at first floor.  Retain upstairs windows unless noted otherwise.

GENERAL NOTES - NEW CONSTRUCTION :
• PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
• ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
• PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
• CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
• FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
• ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7ʼ-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
• REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
• VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQʼD. (SEE SPEC)
• PROVIDE FIRE BLOCKING/FIRE SAFING AS REQʼD  PER CODE.
• VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.

West Bath Elevation
3/8" = 1'-0"

4
A501

East Bath Elevation
3/8" = 1'-0"

5
A501
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New Construction Notes for 476 Minnehaha:
A. All Roofs:  new roofing and vents to code.  See spec.
B. New siding and house trim.  See spec for type.
C. New windows at first floor.  Retain upstairs windows unless noted otherwise.

GENERAL NOTES - NEW CONSTRUCTION :
• PROVIDE RADON VENTILATION IN BASEMENT PER RADON TEST REPORT RECOMMENDATIONS.
• ALL INTERIOR WALLS 2X4 WD. FRAMING U.N.O.
• PROVIDE PAPER FREE GWB OR CEMENT FIBERBOARD @ ALL INTERIOR WALL LOCATIONS W/ 
PLUMBING FIXTURE.
• CLEAN & REINSTALL EXIST DOOR HDWR AS NOTED IF TO BE REUSED.
• FULLY ENCAPSULATED LEAD-PAINT @ LOCATIONS PER CODE (SEE HRA REPORT)
• ALL OCCUPIABLE SPACES TO HAVE A MIN. CLG. HGT. OF 7ʼ-0” PER CODE. (APPLICATION FOR 
VARIANCE PER CLIENT REQUEST)
• REFINISH HARDWOOD FLOORS WHEN PRESENT (SEE SCHED)
• VERIFY ALL EXISTING MECH. & ELEC. FOR CODE COMPLIANCE. INSTALL NEW OUTLETS & 
FIXTURES AS REQʼD. (SEE SPEC)
• PROVIDE FIRE BLOCKING/FIRE SAFING AS REQʼD  PER CODE.
• VERIFY EXST. SMOKE DETECTION SYS. REUSE IF POSSIBLE, REPLACE PER CODE AS REQ'D.

See specification & material list for all interior finish selections

Verify all existing openings.

Verify all existing openings.

Omit

Omit
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